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Product data sheet 32E500FM-WE

Characteristics Clipsal - Mechanisms, Fan Control Mechanism,
240V, 500VA, Electronic

Main
Range of product C-Thru
_ Series 32E500F
| Product brand Clipsal
Device presentation Basic element
Load type Resistive
2
3
5
5
g
Complementary 3
Power consumption in VA 500 VA - ‘2
Network frequency 50 Hz g g %
8o
Mounting support Wall g2 2
g8
. 828
Environment 3%
583
Standards AS/NZS CISPR 15:2002 ;3 2%
AS/NZS 3100 583
IEC 60669-2-1 g3s
§o2
goz
Eos
Packing Units 258
Unit Type of Package 1 PCE 5 % 2
Number of Units in Package 1 1 ] e 2
863
Package 1 Height 2.5cm g2 %
Package 1 Width 4.5cm s8¢
Package 1 Length 7.5¢cm §§’§
Package 1 Weight 36g 55%
TS0
Unit Type of Package 2 CAR 5 E g
Number of Units in Package 2 100 .g?,g §
Package 2 Height 125 cm g%é
Package 2 Width 370 cm g5
Package 2 Length 400 cm i-’»é;f
Package 2 Weight 4.8kg S5E
82
c28
Offer Sustainability 53
Sustainable offer status Green Premium product 3 g g
REACh Regulation & %é ;:;
EU RoHS Directive Compliant with Exemptions ég E
Mercury free Yes 2 g z
China RoHS Regulation 22 <§ Eg
883
i
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page

RoHS exemption information iy

Environmental Disclosure &7
Circularity Profile 7
2 ficlipsaL


https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP120808EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1208008EN

