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Product data sheet 560PEK32-GY

Characteristics Clipsal - 56 Series, Pendant Outlets - IP66,
Switched Pendant Outlet Kit Moulded 32mm
Entry

Ad Green

W Premium”

B! - Main
» 4 Range of product Series 56
* Range Clipsal - 56 Series
Product brand Clipsal
" Product or component Pendant outlet kit
\ R type
4 /' ' Accessory / separate Fixing accessory -
part category g
Colour Grey (RAL 7035) s
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g
%
g
Complementary €48
Material PVC (polyvinyl chloride): housing 2 % %
T oo
Width 101 mm £83
Depth 63 mm g 3 g
Net weight 0.33 kg se¢t
Bit
258
Environment 855
c [}
Ambient air temperature for operation -25...75°C £ %f
S $o
IP degree of protection IP66 conforming to AS 60529 §§ 2
Standards AS 3100 £32
s5 e
528
. . 8§53
Packing Units 82%
Unit Type of Package 1 PCE 5§54
Number of Units in Package 1 1 ;’é%
O L x
Package 1 Height 10.0 cm <§ e
Package 1 Width 10.3 cm 23 %
[%2] e
Package 1 Length 20.3cm S 3 E
Package 1 Weight 306.0g % 25
o
38
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Offer Sustainability Ses
Sustainable offer status Green Premium product g »:C-; E
82c
REACh Regulation 2 §§ E
EU RoHS Directive Compliant with Exemptions § :%
589
China RoHS Regulation 2 §§‘§
L c o
RoHS exemption information 2 E-‘% g
325
Environmental Disclosure 2 éé 2
c8J
Circularity Profile No need of specific recycling operations 2 é 3
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP121020EN

