HCLIPSAL

by Schneider Electric

Product data sheet 7107A

Characteristics Airflow, Performance Exhaust Fan, Window
Mount, 190mm, Pull Cord
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[Ue] rated operational voltage 230...240 VAC £
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Air flow 600 m3/h &
Diameter 188 mm impeller: g g g
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Power consumption in W 38 W = ;
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[In] rated current 0.18 A full load £ gg
238
: 35s
Environment 553
D =
IP degree of protection IPx4 g :g E
358
. . s o
Packing Units Eéé’
Unit Type of Package 1 PCE 2 “gﬁ
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Number of Units in Package 1 1 gg §
Package 1 Height 22.2cm :g: q‘é
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Package 1 Width 28.2.cm 523
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Package 1 Length 28.4 cm §§ 4
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Offer Sustainability 238
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Cireularity Profile No need of specific recycling operations Er gg ‘g
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2302013_V2
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1511017EN

