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Product data sheet VW3G22101

Characteristics Altistart 22, Remote terminal, ATS22, for soft
starter for asynchronous motor, IP54

Main
Range of product Altistart 22
Accessory / separate Remote terminal
part designation
IP degree of protection 1P54
Accessory / separate Remote terminal
part type
Accessory / separate Control accessories
part category
Product compatibility ATS22 )
Accessory / separate Soft starter for asynchronous motor g
part destination f
Accessory dimension 50 x 15 x 70 mm 2
5
Complementary g
Net weight 0.25 kg g
Packing Units £8¢
Unit Type of Package 1 PCE £83
Number of Units in Package 1 1 § 2 g
Package 1 Height 45cm %%é
Package 1 Width 6.5cm ; gé
Package 1 Length 8.6 cm “é <§'§
Package 1 Weight 66.0g 5 Se
Unit Type of Package 2 S03 g § §a
Number of Units in Package 2 90 25§
27D
Package 2 Height 30.0 cm 28 ¢
08
Package 2 Width 30.0 cm = : g
52T
Package 2 Length 40.0 cm §§ &
Package 2 Weight 6.795 kg 532
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Offer Sustainability ggé
- S5t
REACh Regulation 22 §?§§
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) % 29
o
Mercury free Yes TS 8
208
China RoHS Regulation & %‘éE
p— : S5E
RoHS exemption information 7Y Se k5
c28
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Contractual warranty Egb
oT ¢
Warranty 18 months ;é 5
ZEQ
382
c8J
S co
] g?
275
FiE=
26/04/2024

HICLIPSAL 1

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



