Product data sheet 15LN-WE

Characteristics Modena/Strato, Single Switched Socket 10A
Light Indicator

Main
Range of product Standard Series
Product or component Switched socket
type
(!j Y A\ Product brand Clipsal
- ®
2
3
5
Complementary S
Control type ON/OFF button %
Number of gangs 1 gang é
Pin number 3 ?-,
Number of power socket outlets 1 g, ) §
Actuator Switch %: § E
Rocker §8¢
Fixing mode By screws § 2 g
Local signalling Indicator light § % é
Mounting position Horizontal qg, i‘jé
Material PC (polycarbonate) § % ":é
Surface finish Glossy g g%
[Ue] rated operational voltage 250V AC g § é)
[In] rated current 10A 2% 8
Depth 14 mm 2 % %
Length 115 mm % 2 %
Width 73 mm 823
Fixing center 84 mm %%_%
Environment %%é
Standards AS/NZS 3100 %E §
AS/NZS 3112 %2
AS/NZS 3133 232
AS/NZS 3000:approval number S/1 g ig
208
525
Packing Units S5
Unit Type of Package 1 PCE § é ’;i
Number of Units in Package 1 1 §§ ‘g
Package 1 Height 14 cm )
Package 1 Width 7.3cm s
Package 1 Length 11.5¢cm gg 2
Package 1 Weight 0.09 kg §;§
262
2 H
£
220
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page

Offer Sustainability

Sustainable offer status Green Premium product

REACh Regulation 7

EU RoHS Directive Compliant with Exemptions

China RoHS Regulation 7

RoHS exemption information 7y

Environmental Disclosure 7]

Circularity Profile No need of specific recycling operations



https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP120506EN

