TehniCke karakteristike

proizvoda
Karakteristike

NU9580

Nosac za vertikalnu ugradnju

Dopunske informacije

Osnovne informacije

Grupa proizvoda New Unica
Pribor / posebna Instalacioni pribor
kategorija

Tip proizvoda ili Vertikalni drza¢
komponente

Otpornost na hemijske supstance

Otporan na alkohol (70%)

Otporan na alkohol (96%)

Otporan na A-mle¢nu kiselinu

Otporan na razblazeni kvarterni amonijum
Otporan na razblazeno izbeljivaé

Otporan na razblazen amonijak

Otporan na vodu sa sapunom

Otporan na Cistac kristala

Otporan na vodonik peroksid 10 zapremina
Otporan na heksan

Pakovanje

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 1,5¢cm
Package 1 Width 7,0cm
Package 1 Length 8,0 cm
Package 1 Weight 509
Unit Type of Package 2 BB1
Number of Units in Package 2 10
Package 2 Height 7,0cm
Package 2 Width 12,5cm
Package 2 Length 18,6 cm
Package 2 Weight 108,09
Unit Type of Package 3 S03
Number of Units in Package 3 160
Package 3 Height 30,0 cm
Package 3 Width 30,0 cm
Package 3 Length 40,0 cm
Package 3 Weight 2,169 kg

Odrzivost ponude

EU RoHS direktiva

Nije primenljivo, izvan zakonskog okvira direktive EU RoHS

14.05.2024.
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi



